
Flyer 235.2020  replaces 14.2002e

H&L Part # Width A B C Qty Lip Weight

HL-12M480-230 12.00" 12.62" 10.69" 6.00" 3 32.0#

HL-18M480-230 18.00" 18.50" 16.12" 6.00" 4 44.0#

HL-24M480-230 24.00" 24.50" 22.31" 6.00" 5 59.0#

HL-36M480-230 36.00" 36.00" 33.75" 8.00" 6 108.0#

®

H&L offers GET products for all Makes and Models.                                   *Is the registered trademark of the respective Company...

©H&L Tooth Company 2020
Established 1931

Backhoe Repair Lip and Hardware
for 12”, 18”, 24” and 36” Wide Buckets

ORIGINAL ADAPTERS… for ALL MAKES… For ALL MODELS… 

All H&L products WARRANTED against premature breakage! www.hltooth.com • 1-800 HL TOOTH                                      

Shipped from our centrally located manufacturing plant to searve you better!

10055 East 56th Street North, Tulsa, Oklahoma 74117

Typical Dimensional layout

23 and 230 

Series             

Connection

Manufactured in the                 

USA since 1945.

Flexpin “LUGS” to the front of 

the bucket. About 1/8” 

compression between the tooth 

hole and the adapter nose hole.

Back

Front

Original OEM Adapters 

plus the lip edge!

2740-ZW-23 

Industry Standard

Check out our 230 series                    

tooth lineup… Uniforged 230SP,                      

230ST, 230T9 and 230TT7 teeth, 

Fabricated, Cast or Specialty Tooth!

SPECIFY YOUR CHOICE OF 

DIGGING TEETH!                          

25 Styles Available
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HL-24M480-230 lip shown


